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Pineline DropOff 
       

Product no. 855 

 

Description A super-fast-acting rinse aid for automated car washes.  

 

Special features Acts as an effective drying accelerant and problem solver in 
machines with low fan power. Rapidly forms an efficient droplet 
effect that improves safety when driving in the rain. Leaves a clear 
finish on glass surfaces. 
 

Instructions for use Concentration 0,2 – 0,4 %. 
Typical consumption:  
- 20 – 40 ml / passenger car  
The product is dispensed during the final rinse before fan drying. 

 

Note! Read the instructions for safe use on the label or in the Safety Data 
Sheet. Store sealed at +5…+30 °C. 
 

Working environment Ensure adequate ventilation. The product is easily biodegradable 
and meets the Ecolabelling requirements. 
 

Technical data Form and colour   orange liquid 
pH-value (20 ºC)   3.2 
pH-value (1 wt-%, 20 ºC)   6 
Relative density  0.99 

Content   Polysiloxanes   < 5 %.  
  

Package   10 L, 25 L, 200 L, 1000 L. 
Empty and rinsed packaging shall be delivered to plastic collection. 
 



 

 

Other information   The product has the right to use the Nordic Swan Ecolabel (licence 
no. 4013-0027). Made in Finland. 


